Benefit from the smart Labeling &
RFID solution by SEWOO LKB series.

LKB printers provide reliable performance with stable maintenance.

They are easy to use and cost effective printers for variable businesses around the world
relied on barcode and tagging needs. LKB series will give you much of pleasure

with flexibilities to adjust to a wide range of business

applications such as :

- Postal service / Health care / Retail
- Warehouse management / Manufacturing

Interfaces

Printing speed Interface

Standard Serial(RS-232C) / Parallel(IEEE-1284)

LK-B10 Max.102mm/sec
Option  USB /Ethernet / Wi-Fi(802.11b/g)

LK-B12 Max.127mm/sec USB & Parallel(IEEE-1284) built-in
LK-B230 Max.102mm/sec

Standard USB / Parallel(IEEE-1284)
LK-B20
LK-B20R :

Max.152mm/sec~ Option  Ethernet / Serial(RS-232C)/ Wi-Fi(802.11b/g)

LK-B21R
LK-B30 USB / Serial(RS-232C) / Parallel(IEEE-1284)

Standard USB, Serial(RS-232C), Parallel(IEEE-1284)
LK-B40 Max.250mm/sec

Option  Ethernet
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Windows7 WINdows™®  Windows Vista

Label printer
« Windows Driver(2012, 8, 7, 2008, VISTA, 2003, XP, 32bit & 64bit)

+ Linux Driver, Mac Driver, Windows SDK

# You can find the download center in website www.miniprinter.com to
download drivers, utilities and manuals.

SEWO0O TECH Co,, Ltd.
28-6, Gajangsaneopdong-ro, Osan-si, Gyeonggi-do, 447-210, Korea
T +82-31-8077-5000 F +82-31-459-8880 http://www.miniprinter.com

All specifications and designs are subject to change without notice. Mar 2015
Copyright 2010 SEWOO TECH Co. Ltd. All right reserved.
Sewoo is registered the trademark and symbol of Sewoo Tech Co. Ltd.
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S WE MAKE IT

SEWOO LABEL PRINTER SUMMARY

Designed to be ideal for point of sales application.

m LK-B10 LK-B12 LK-B20 LK-B230 LK-B30 LK-B40

LK-B20R LK-B21R

: ) Direct | Thermal transfer, e Barcode & tag printing
Print method Thermal transfer, Direct thermal thermal Direct thermal Application implementing RFID solution
Paper width 18~118mm Operating f 91065~

perating frequency 913.45MHz 13.56MHz
Print Width (Max) 104mm RF power 17~23dBM | 10~27dBM
(24.8") (49.2") (25.5") (49.2") (49.2")
1SO 15693,
SR EAN | 102mm/sec | 127mm/sec | 152mm/sec | 102mm/sec | 152mm/sec | 250 mm/sec IS0 1.4?'43‘“
EPC Class 1, (Phillips,
Supporting tag ISO 18000- | Infineon,
203DPI 300DPI 203DPI 6C, Texas
EPCGEN2 | instruments)
Phillips'l-code
Paper type Label, Continuous, Fanfold II, TL's Tag-it
LA R Thermal transfer and direct
M 25.4~127mm 38.1~220mm thermal printing
Paper width 18~118mm
External 38.1~200mm
— Print width (Max) 104mm
Paper thickness 0.06~0.20mm '0 3::::
’ Print length 1250mm(49.2")
Label gap, Notch , Black mark leckimark;
Gap Print speed (Max) 152mm/sec
Serial(Rs-232Q), Sorisl :éssazs;c.?l
RUYORY | Parallel |BuiltinUSB&|  USB,Paralleliesezsa | Seral 52220, 203DPI
(IEEE-1284) Parallel parallel ! (IEEE-1284)
Interface (IEEE-1284) aralle Label, Tag, Continuous,
(N |USB, Ethernet | (OPtional) on Serial(35-2320), Ethernet, | (FEE1284) Ethernet Paper ype Fanfold
board Wi-Fi (802.11b/qg) USB
m 254~127mm
it 8MB SDRAM, | 8MB SDRAM, 8MB SDRAM, Flash 16MByte /
tancar 3.5MB Flash | 3MB Flash 5MB Flash DRAM 32MByte 38.1~200mm
Memory
Flash 32MByte / Paper thickness 0.06~0.20mm
M 4MB Flash 16MB Flash 8MB Flash DRAM 64VByte
Label gap,
Ribbon width 33mm~110mm 110mm Notch,
Black mark
. Serial, Parallel, USB,
Ribbon length 360M, @ 67mm(2.5") Max 500M Standard Ethernet Wi-Fi
Interfaces -
; . - EPLILZPLII | ZPLII EPLIL ZPLII M Serial(R5-232C), Ethernet,
fogramming ! Command | Command Command Wi-Fi (802.11b/g)
language Command compatible ) . )
compatible | compatible compatible - 8MB SDRAM. 5MB Flash/
Memory et
- 190X 254 x | 294 x 489 16MB Flash(option)
imension
h 215 x 287 x231mm /36kg 169mm 325mm Dimension(WXDXH]
/ Weight /2kg Set: 14KG Weight 215 x 287 x 231mm / 3.6kg

All specifications and designs are subject to change without notice
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SUPERIOR PERFORMANCE

DIRECT THERMAL LABEL PRINTER | lK-B30

@ Compact desktop label printer(2kg)

@ Rapid graphic printing at 152mm per second

@ Time & space saving model

@ Paper width adjustable from 18mm to 118mm

@ Versatile font types & barcodes printing supported

@ Labeling software 'Label Cooker’ supplied as a professional solution
@ EPLII, ZPL Il command compatible

@ S5PL(Sewoo Programming Language) updated

SPECIFICATION

@ Standard interface capabilities : Serial, Parallel, USB

PRINT METHOD

Direct Thermal

PRINTING SPEED (max) 152mm/sec
PRINT WIDTH (max) 104mm(4.1")
PRINT LENGTH 1250mm(49.2")
RESOLUTION 203 DPI(8 dots/mm)
PAPER WIDTH (min~max) 18mm ~ 118mm(0.7" ~ 4.64")
PAPER ROLL SIZE (min~max) @254mm ~@ 127mm(1”~ 5.0")
PAPER THICKNESS 0.06 ~0.20mm
PAPERTYPE Label, Continuous, Fanfold
PAPER SENSOR Label Gap Sensor, Black Mark Sensor,
Notch Sensor
INTERFACE fjr;gal(RS-232C), Parallel(IEEE-1284),
STANDARD 8MB SDRAM, 5MB Flash
MEMORY
OPTION 8MB Flash
SERIAL BAUD RATE 115,200 bps(max)
PROGRAMMING LANGAUGE EPLII, ZPL Il Command compatible
Code39, Code128 A/B/C, UCC/EAN-128, Code93, COVEROPEN
Codabar, Interleaved 2 of 5, UPC-A, UPC-E, UPC-A - Adjustable paper width
1D and E with 2 and 5 add on, EAN-8, EAN-13, EAN- - Position adjustable
8 and 13 with 2 or 5 digit extentions, Postnet, gap &black mark sen
BARCODE Plessey(MSI-1), MSI-3, German Post Code
Aztec Code, PDF 417, QR Code, MaxiCode, Data
2D matrix (EPL I and ZPL )
Code 49(ZPLII)
6 bitmapped - 8x12, 10x16, 12x20, 14x24, EPLI)
FONT 3248, 24%24(KSC5601)
SPECIFICATION 7 bitmapped - 5x9, 7x11, 1018, 15x28,
(HxW) 13%26, 40x60, 13x21 (ZPL1N)
1 smooth scalable (KSC5601)
POWER AC100~240V, 24VDC, 2.5A
R OPERATION | 5~40°C m——
EIRIGEE 20~ 60°C - Built in interface (Serial, Parallel, USB)
OPERATION | 35~ 80% p
HUMIDITY
STORAGE 10 ~ 90%
CERTIFICATION FCC, KC, UL/cUL, CE, RoHS

DIMENSION : 190mm x 254mm x 169mm(W x D x H)

WEIGHT :2kg
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VARIOUS
PAPER WIDTH
HIGH SPEED INTERFACE



DESKTOP BARCODE
LABEL PRINTER

@ Thermal transfer and Direct thermal printing
@ Stable and reliable label printing

@ High capacity memory

@ Large capacity of roll (200mm OD)

with external

media holder

@ Less ribbon replacement with 360M length
(Wax, Wax/Resin, Resin)

@ Paper width adjustable from 18mm to 118mm

@ Selectable optional auto cutter or peeler

SPECIFICATION

MODEL

LK-B20(LK-B21) \ LK-B230

PRINTING METHOD

Thermal Transfer and Direct Thermal

PRINTING SPEED (max)

PRINT WIDTH (max)

152mm/sec ‘ 102mm/sec

104mm(4.1")

PRINT LENGTH

1250mm(49.2") 650mm (25.5")

RESOLUTION

203DPI(8 dots/mm) 300 DPI (12 dots/mm)

PAPER WIDTH (min-max)

18mm ~ 118mm(0.7"~ 4.64")

PAPER ROLL SIZE

(min~max)

Internal : @ 25.4(1") ~ @ 127mm(5.0")
External : @ 38.1(1.5") ~ @ 200mm(7.8")

PAPER THICKNESS

PAPERTYPE
PAPER SENSOR

0.06mm ~ 0.20mm
Label, Continuous, Fanfold

Label Gap Sensor, Notch Sensor, Black Mark Sensor

STANDARD

USB, Parallel(IEEE-1284)

INTERFACE

OPTION

Serial(RS-232C), Ethernet, Wi-Fi (802.11b/g)

RIBBON WIDTH

33mm ~ 110mm(1.3 ~ 4.3")

RIBBON LENGTH

360M, @ 67mm(2.5")

STANDARD
MEMORY

8MB SDRAM, 5MB Flash

OPTION

16MB Flash

1D
BARCODE

Code39, Code128 with subsets A/B/C, Code93, Codabar, Interleaved 2 of 5,
UPC-A and UPC-E with 2 or 5 digit extensions, EAN-8 and EAN-13 with 2 or 5
digit extensions, Postnet, Plessey, German Post Code, MSI-3, UCC/EAN-128

Aztec Code, PDF 417, QR Code, DataMatrix,
MaxiCode (EPL Iland ZPL II), Code 49 (ZPL II)

Aztec Code, PDF 417, QR Code, DataMatrix,
Code 49 (ZPLII)

FONT SPECIFICATION

6 bitmapped - 8x12, 10x16, 12x20, 14x24,
3248, 24x24(KSC5601)

7 bitmapped - 5x9, 7x11, 10x18, 15x28,
13%26, 40x60,13x21 1 smooth scalable

7 bitmapped - 59, 7x11, 10x18, 15x28,
13%26, 40x60, 13%21 1 smooth scalable

DRIVER
POWER

| Linux Driver, Mac Driver, Windows SDK

Windows Driver(2012, 8, 7, 2008, VISTA, 2003, XP, 32bit & 64bit),

AC 100~240V, 24VDC,2.5A

BARCODE

»> '#))

HIGH SPEED

©

PAPER SENSOR

VARIOUS
INTERFACE

O

EASY LOAD

PAPER WIDTH

L 1
|
A K
COMPACT DIRECT OR
DESIGN TRANSFER

AIT

AUTO CUTTER
OR TEAR BAR PEELER

LK-B20/B23

INTERFACE

Standard interface card

-USB

- Parallel(IEEE-1284)

Optional interface card

- Serial(RS-232C), Ethernet,
Wi-Fi 802.11b/g

Auto cutter

DIMENSION :215mm x 287mm
% 231mm (Wx D x H)
WEIGHT :3.6kg
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DESKTOP BARCODE
LABEL PRINTER

LK-B10/B12

@ Thermal transfer and Direct thermal printing

@ Stable and reliable label printing
@ High capacity memory
@ Large capacity of roll (200mm OD)
with external media holder
@ Less ribbon replacement with 360M length
(Wax, Wax/Resin, Resin)
@ Paper width adjustable from 18mm to 118mm
@ Selectable optional auto cutter or peeler (LK-B10)

| ®

BARCODE

VARIOUS
INTERFACE

0

PAPER WIDTH

PAPER SENSOR

¥ ¥
|
A K
COMPACT
DESIGN

>

PEELER

o

EASY LOAD

AT -

AUTO CUTTER «
OR TEAR BAR

anr

DIRECT OR
TRANSFER

SPECIFICATION
MODEL LK-B10(LK-B11) | LK-B12
PRINTING METHOD Thermal Transfer and Direct Thermal
PRINTING SPEED (max) 102mm/sec | 127mm/sec
PRINT WIDTH (max) 104mm(4.1") LK-B10 INTEREACE
PRINT LENGTH 630mm(24.8") Standard interface card
- Serial(RS-232Q)
RESOLUTION 203DPI(8 dots/mm) _Parallel(IEEE1284)
PAPER WIDTH (min~max) 18mm ~ 118mm(0.7"~ 4.64") Optional interface card
PAPER ROLL SIZE (min~max) | Internal : @ 25.4(1") ~ @ 127mm(5.0") External : @ 38.1(1.5") ~ @ 200mm(7.8") UG Etemet
PAPER THICKNESS 0.06mm ~ 0.20mm o
PAPERTYPE Label, Continuous, Fanfold v
PAPER SENSOR Label Gap Sensor, Notch Sensor, Black Mark Sensor
STANDARD | Serial, parallel Built in USB & Parallel (optional)
IGTEEACE OPTION USB, Ethernet on board LK-B12 INTERFACE
Standard interface card
RIBBON WIDTH 33mm ~ 110mm(1.3 ~ 4.3") -USB
RIBBON LENGTH 360M, @ 67mm(2.5") - Parallel(IEEE-1284)
STANDARD | 8MB SDRAM, 3.5MB Flash 8MB SDRAM, 3MB Flash
MEMORY
OPTION 4MB Flash 4MB Flash -
1D Code39, Code128 with subsets A/B/C, Code 93, Codabar, Interleaved 2 of 5, UPC-A and UPC-E
With 2 or 5 digit extensions, Postnet, Plessy, German Post Code, MSI-3, UCC/EAN-128
BARCODE LK-B10 Peeler
2D PDF417, MaxiCode, QR Code (EPL II)
FONT SPECIFICATION 6 bitmapped - 8x12, 10x16, 12x20, 14x24, 32x48, 24x24(KSC5601)
PROGRAMMING LANGUAGE | EPL Il Command compatible
POWER AC 100~240V, 24VDC, 2.5A
DIMENSION(WxDxH) 215mm x 287mm x 231mm
WEIGHT(KG) 3.6KG LK-B10 Auto cutter
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YES WE MAKE IT

@ Future-oriented thinking, enterprising spirit of challenge for the customers, customers need to provide the best
products and services that will be a company

@ Interorganizational individuals, companies and partners based on mutual trust between the solid Win-Win's gonna
be a growth oriented companies.

@ Companies, not just a simple product creates a positive image and increase the ultimate success of index to
create the absolute value will be a company.

@ Environmentally friendly products, the praticing community by sharing with a truly global corporate social
responsibility we will be extinct.

Sewoo Tech has been dedicated to making better total printing solution with diverse innovative and reliable products
since its establishment in April. 2002.

With the continuous R&D investment in the miniprinter industry and susperior quality, Sewoo's standards have been
demonstrated in over 80 countries throughout the world.

In 2010, Sewoo Tech has been listed on KOSDAQ (Korean stock market) registration and awarded US$ 20 million export
tower from Korean Int'l Trade Association.

We're doing our best to offer a superior quality and get customers satisfactions offering a full range of thermal & dot
impact printer products with unique and varying in speed & resolution to meet your various requirements.

TRANSFER & DIRECT THERMAL | lK_ B 40

@ Designed a large supply of label printing.
@ Structuring die cast mold system for reliability and durability.
@ Easy to replace various Thermal head (203dpi optional )
@ Precise sensor operating system (movable sensor, control both
upper and lower sensor simultaneously)
@ Available High-paper-capacity (220mm roll diameter)
& High-ribbon-capacity (500M)
@ Movable thermal head can help user to replace paper and ribbon easily.
@® Modularized Thermal head assembling for convenient RMA processing.

RELIABLE BARCODE & TAG PRINTER
IMPLEMENTING RFID SOLUTIONS

LK-B20R/B21R

@ Multi-protocol RFID Reader / Writer

- B20R(900MHz) EPC Class I, ISO 18000-6C, GEN2 SPECIFICATION
-B21R(13.56MHz) ISO 15693, ISO 14443A
@ Stable & durable, cost savings MODEL LK-B40

PRINTING METHOD | TRANSFER & DIRECT THERMAL
PRINTING SPEED (max) | 250 mm/sec

@ Thermal transfer and direct thermal printing
® High speed 152mm per second

DIMENSION :215mm x 287/mm

@ Paper width adjustable from 18mm to 118mm x231mm (W x D x H) PRINT WIDTH (max) | 104mm(4.09")
® Flexible transponder : 12 x 28mm to 100 x150mm 231 WEIGHT :3.6kg PRINTLENGTH | 1250mm(49.2"
@ Standard interfaces port : Parallel & USB RESOLUTION 203DPI

@ Serial, Ethernet, Wi-Fi(802.11b/g) available(Option) PAPER WIDTH (min-max) | 18mm ~ 118mm(0.7"~ 4.64")

@ Auto error check PAPERTHICKNESS | 0.058mm to 0.3mm

PAPER TYPE Label, Continuous, Fanfold

PAPER SENSOR Black Mark Sensor, Gap Sensor
STANDARD | USB, Serial(RS-232C), Parallel(|EEE-1284)

SPECIFICATION

INTERFACE
OPTION | Ethernet
MODEL LK-B20R LK-B21R
RIBBON WIDTH 110mm
OPERATING FREQUENCY 910.65 ~ 913.45MHz 13.56 MHz
RIBBON LENGTH Max 500M DIMENSION :294mm % 489mm
RF POWER 17 ~ 23dBM 10 ~ 27dBM 35 Wx D xH
STANDARD | Flash 16MByte / DRAM 32MByte x 325mm (Wx D xH)
MODULATION OOK & FSK ASK MEMORY WEIGHT :Set 14KG
SUPPORT TAG EPC Class1, ISO 18000-6C, EPCGEN2 | 20 19693,150 14443A(Phillips, Infineon, ST | Pl TR AN oA Shipping 174G
: g Texas Instruments) Phillips'l-code®ll, Tl's Tag-it® Code39, CODE128 with subsets A/B/C, Codabar, Interleaved 2 of 5, UPC-A and
1D UPC-E with 2 or 5 digit extension, EAN-8 and EAN-13 with 2 or 5 digit extensions,
BARCODE Postnet, Plessey, MSI-3, UCC/EAN-128, Logmars, Code49

2D MaxiCode, PDF417, DataMatrix, QR code, MicroPDF417, AZTEC
EPL | 8x12,10x16,12x20,14x24,32x48 (5 bitmap font), 24x24(ksc5601)

FONT
I I | | *D o' ZPL | 5%9,7x11,10x18,15x28,13x26,40x60,13x21 (7 bitmap font), 1 smooth scalable font
DARCODE RARERSERS A cg;;n;gﬁr E:ggm':g‘ ING EPL |, ZPL Il Command compatible
INTERFACE POWER 90~240VAC, 48-62Hz

. 0 » ,,f»‘ Standard interface cards

- Parallel, USB 2.0
VARIOUS DIRECT OR Optional interf; d

PAPER WIDTH HIGH SPEED ptional INterface cards
INTERFACE QRANSEER - Serial, Ethernet, Wi-Fi(802.11b/qg)

® | o | =

DIRECT OR
TRANSFER

BARCODE

14 d ‘#)}

HIGH SPEED

PAPER SENSOR

VARIOUS
INTERFACE

EASY LOAD

a0

PAPER WIDTH
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